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!  WARNING: Cancer and Reproductive Harm 

Visit P65Warnings.ca.gov for more information.

General Specifications
Weight: 79 gm

PD: 68 mm

Lens base: flat

Lens size diagonal: 144 mm

Lens size vertical: 68 mm

Lens thickness: 2.0 mm

Overall width (hinge - hinge): 200 mm

Materials
Lens: polycarbonate

Frame: polyvinyl chloride

Nosepiece: polyvinyl chloride

Strap: polyester & rubber thread

Part No. Lens Marking Temple Marking
G200T P Z87 + U6 P Z87 + D3 D4 D5

Lens Marking Symbols
P: Manufacturer’s mark

Z87: ANSI standard for eye and face  
protection devices

+: High impact

UV Filter Transmittance

U6: .01% max effective far UV • .1% max 
near UV

Temple Marking Symbols
P: Manufacturer’s mark

Z87: ANSI standard for eye and face  
protection devices

+: High impact

D3: Droplet & splash test

D4: Dust test

D5: Fine dust

Clear Body with Black Strap | 1 Variation

G 20 0 T  • Clear H2X AF

Ventless Goggle ANSI •
Goggle provides protection against vapors // 
Passes D3: Droplet and Splash Test  //  Passes D4: 
Dust Test // Passes D5: Fine Dust TestD3

DROPLET AND
 SPLASH TEST

PASSES

D4
DUST TEST

PASSES

D5
FINE DUST

 TEST

PASSES


