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pY R A M E X DIELECTRIC DROPLET AND DUST TEST

SPLASH TEST

H2X ,
..

H2X OVER THE
GLASSES

Top Shelf Chemical
Splash Goggle

ANSI/ISEA 287.1-2020 + | CAN/CSA 794.3-20 | CE/UKCA EN 166

Special one-way vent allows air in while keeping liquids out //
Generously sized heavy duty body and lens // Fits over most
prescription glasses // Tinted body helps reduce glare // Passes
D3: Droplet and Splash Test // Passes D4: Dust Test

VARIATION

Tinted Body with Black Strap | 1 Variation

G304T Clear AF

Fits over most prescription glasses.

Part No. Lens Markings Frame Markings General Specifications Materials
G304T P 787 + U6 P787 + D3 D4/PcSEIZ94.3 Weight: 68 gm Lens: Polycarbonate
Bridge: 42 mm Body: Polyvinyl Chloride
PD: 68 mm Ventilation Parts: Low Density Polyethylene
Lens Base: 4.25 Curve Headband: Polyester and Rubber Thread
Lens Marking Symbols Frame Marking Symbols Lens Size Diagonal: 150 mm Nosepiece: Polyvinyl Chloride
P: Manufacturer’s Mark P: Manufacturer’s Mark Lens Size Vertical: 76 mm
787: ANS| Standard for Eye and 787: ANSI Standard for Eye and Lens Thickness: 2.2 mm
Face Protection Devices Face Protection Devices Strap Length: 520 mm
+: High Impact +: High Impact
UV Filter Transmittance D3: Droplet & Splash Test
U6:.01% Max Effective Far UV D4: Dust Test
.1% Max Near UV

&) 794.3: CAN/CSA Standard for
Eye and Face Protection Devices

Product markings may vary // Updated as of 10.26
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