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Hi-vis lime waterproof breathable polyester with polyurethane coating

2” silver reflective material

Zipper front closure with metal button storm flap

Attached drawstring hood stows away in collar

Cape back and underarm vents

Vents on bottom for easy bending and sitting

Elastic cuffs

Sewn and sealed waterproof seams

2 slash pockets on front

Waterproof

ANSI Type R Class 3 Not FR
RRWC31 Series

PART NO. COLOR SIZES
RRWC3110 • Lime  S, M, L, XL, 2XL, 3XL, 4XL, 5XL

COAT MEASUREMENTS (in.)
S M L XL 2XL 3XL 4XL 5XL

CHEST MEASUREMENTS 34”-36” 38”-40” 42”-44” 46”-48” 50”-52” 54”-56” 58”-60” 62”-64”

LENGTH 41” 41” 42” 42” 43” 43 1/2” 44” 44 1/2”

MATERIALS

Jacket/hood: 150D 100% Oxford polyester with PU coating, 3000mm waterproof, 2000mvp breathable

Bottom/cuff: 210D 100% Oxford nylon with PU coating, 2000mm waterproof, 2000mvp breathable

Inside back: 100% polyester eyelet fabric, 70gsm

Reflective tape: China brand silver

Snap button: Copper top and bottom

REFLECTIVE STRIPING

Two 2” China brand silver reflective stripes wrapped around jacket at chest and bottom and around each 
arm above elbow and at wrist

POCKETS

Standard pockets on either side of jacket

SPECIAL FEATURES

Black material around bottom of coat and around arms at wrists

STANDARDS

WASHING INSTRUCTIONS
Max 25 washes

Machine wash – cold water – gentle cycle

Do not bleach or use softener

Do not tumble dry

Do not iron

Hang dry

Made in China

Pockets 2 OUT

Meets ANSI/ISEA 107-2020 Type R Class 3 ANSI/ISEA 

107-2020: AATCC 127 Waterproof Testing

GENERAL SPECIFICATIONS

RRWC3110 Series Hi-vis work wear meets ANSI/ISEA 107-2020 standards (•)


